


Berker IOS 8´´ Touch Panel

Safety instructions
Electrical equipment must only be installed 
�D�Q�G���D�V�V�H�P�E�O�H�G���E�\���T�X�D�O�L�¿�H�G���H�O�H�F�W�U�L�F�L�D�Q�V���L�Q��
compliance with the relevant installation  
standards of the country. 

Failure to comply with these instructions may 
�U�H�V�X�O�W���L�Q���G�D�P�D�J�H���W�R���W�K�H���G�H�Y�L�F�H�����¿�U�H���R�U���R�W�K�H�U��
hazards.

�'�R���Q�R�W���R�S�H�U�D�W�H���W�K�H���X�V�H�U���L�Q�W�H�U�I�D�F�H���Z�L�W�K���V�K�D�U�S-
edged or pointed implements.

�'�R���Q�R�W���X�V�H���D�Q�\���V�K�D�U�S-�H�G�J�H�G���L�P�S�O�H�P�H�Q�W�V���I�R�U��
cleaning. Do not use any acids or organic  
solvents.

These instructions are an integral component 
of the product, and must be retained by the 
end user.

Structure of the device

(1)

(2) (3)

(11)

(4)

(10)

(5) (6) (7)(8)(9)

Figure 1: Front view/rear view

(1)	 Supply voltage 24 V DC

(2) 	 Ethernet connection RJ 45, Cat.5e

(3) 	 Connection 3.5 mm jack

(4) 	 Connection USB 2.0

(5) 	 Reset  button

(6) 	 On/Off  button

(7) 	 Microphone

(8) 	 Motion sensor

(9) 	 Operation LED

(10) 	Loudspeaker

(11) 	Temperature sensor

Function
System information

This device is a product of Berker IOS-Systems 
- for short: B.IOS-Systems. 

The resistive touch screen is used for the central 
control of loads and for the visual presentation  
of system statuses and information, such as  
switching and dimming lights, controlling blinds 
and roller shutters, displaying temperature and 
consumption values or sending emails. The touch 
panel has B.IOS client-software for this purpose. 
The touch panel receives the visualisable func-
tions and connection to the KNX system via  
Ethernet from a local B.IOS server, such as the 
REG- or software server (see Accessories).

Product characteristics

-	Operation directly on the screen with the 
�W�R�X�F�K���R�I���D���¿�Q�J�H�U

-	Displaying of the functions, measured values 
�D�Q�G���G�D�W�D���F�R�Q�¿�J�X�U�H�G���E�\���W�K�H���%���,�2�6���V�H�U�Y�H�U

-	Motion sensor for automatic activation
-	Brightness sensor for automatic screen  

illumination
-	USB connection for external data storage  

media
-	Additional audio output (3.5 mm jack)
-	Microphone and loudspeaker
-	Temperature sensor
-	Screensaver 
-	Disabling function for cleaning the user  

interface

Berker IOS ClientBerker IOS Server

www.berker-ios.com

Figure 2: Application environment

Correct use

-	Only suitable for indoor applications
��	�$���À�X�V�K���P�R�X�Q�W�H�G���K�R�X�V�L�Q�J���I�R�U�����•�•���W�R�X�F�K���S�D�Q�H�O��

���V�H�H���D�F�F�H�V�V�R�U�L�H�V�����P�X�V�W���E�H���X�V�H�G���I�R�U���W�K�H���À�X�V�K��
mounting in hollow walls or solid walls.

-	The panel must be installed horizontally.

Scope of delivery

-	Touch screen 
-	RJ45 - RJ45 connection cable
-	RJ45 connector
-	Fixing screws

Operation
The screen has a touch-sensitive surface, called 
touch screen or user interface. To operate the 
�W�R�X�F�K���V�F�U�H�H�Q���W�R�X�F�K���W�K�H���X�V�H�U���L�Q�W�H�U�I�D�F�H���Z�L�W�K���D���¿�Q-
ger or with a special touch screen pen (not in-
cluded).

�á	 Do not operate the user interface with sharp 
or pointed implements.

Elements of the user interface

The touch panel user interface combines the 
�I�X�Q�F�W�L�R�Q�V���S�U�H�G�H�¿�Q�H�G���I�R�U���W�K�H���S�D�Q�H�O���������±���������E�\���W�K�H��
preinstalled client software with the operating 
�H�O�H�P�H�Q�W�V�����Z�K�L�F�K���D�U�H���F�R�Q�¿�J�X�U�H�G���E�\���D���%���,�2�6�� 
server (16).
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Figure 3: The user interface

(12)	Standby 

(13)	Cleaning functions 

(14)	Parameters 

(15)	System actions 

(16)	Operation and display elements of the  
	 B.IOS server

Setting Parameters

Changing of the screen brightness is described 
here as an example for the possible settings  
(table 1).

<�� Press the  button to open the toolbar in 
the top right-hand corner of the screen.

<�� Press  button  (14) to open the overview of 
adjustable parameters.

<�� Press the Screen button to select the param-
eter Setting the screen brightness.

<�� Press Automatic button to set screen bright-
ness automatically or select Manual and 
�P�R�Y�H���W�K�H���V�O�L�G�H�U���Z�L�W�K���\�R�X�U���¿�Q�J�H�U���X�Q�W�L�O���W�K�H���G�H-
sired brightness is reached.

<�� Press OK to save the setting.
The display returns again to the parameter 
overview.

�á	 Press Cancel to retain the previous setting.

Parameters Settings

 Touch panel 
�F�R�Q�¿�J�X�U�D�W�L�R�Q

Energy management, de-
tection, automatic activation

 Sound  
management

Control volume, switch to 
mute

 Screen
Settings of screen bright-
ness, LED

���3�U�R�¿�O�H

General parameters, pass-
word protection, display 
options, display views

 Journal List of messages received

 Network
Name of touch panel, IP-
address …

 About
Information on the device 
settings

Table 1: Parameters 

Via the  (15) button the submenu System 
actions opens to deactivate the screen, to go 
into standby mode or to shut down the device, for 
example. 

�á	 For detailed information please see the appli-
cation description at www.berker.com

Cleaning the user interface

The device has a special cleaning function to 
prevent any unintended functions from being  
�D�F�W�L�Y�D�W�H�G���Z�K�H�Q���U�H�P�R�Y�L�Q�J���G�L�U�W���R�U���¿�Q�J�H�U�S�U�L�Q�W�V���H�W�F���� 
While the cleaning function is active, nothing is 
evaluated if the surface of the user interface is 
touched.

<�� Press  (13) to activate the disabling func-
tion for cleaning. 
No touches are evaluated for a period of 30 
seconds. The remaining cleaning time is dis-
played on the user interface as a countdown. 
At the end of the cleaning time, the device 
returns to the page that was last opened.

<�� Clean the user interface with a soft cloth. 
Moisten the cleaning cloth if necessary. 

�á	 Do not use any sharp-edged implements for 
cleaning.

�á	 Do not use any aggressive detergents, acids 
or organic solvents.

�á	 Do not allow any moisture to get into the  
device.

Information for electricians

Assembly and electrical connection

The touch panel must be installed in a sepa-
�U�D�W�H�O�\���D�Y�D�L�O�D�E�O�H���À�X�V�K���P�R�X�Q�W�H�G���K�R�X�V�L�Q�J�����V�H�H�� 
Accessories). 

Installing connector (RJ45) on the network 
�F�D�E�O�H�����¿�J�X�U�H������

<�� Insert the network cable through the metal 
cap’s earthing cover of the connector.

<�� Strip the Ethernet strands of the network ca-
ble, do not remove insulation. 

<�� Insert the strands into the plug (17) of the con-
nector and bend up 90°. Shorten any protrud-
ing strands.

�á	 While doing so, it is imperative to observe the 
colour code EIA/TIA 568 A or B of the system. 
This can be found in the documentation of the 
installed network components and routers. 
The Ethernet connection of the device is com-
patible with wired networks in accordiance 
with EIA/TIA-568-A and B.

<�� Insert the plug-in connectorinto the connector 
(18) and snap it shut.
The plug-in connector is locked in place in the 
connector.

<�� Tighten the enclosed cable tie over the earth-
ing cover.
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Figure 4: Installing connector on the  
network cable

Connecting touch panel

�7�K�H���À�X�V�K���P�R�X�Q�W�H�G���K�R�X�V�L�Q�J�����V�H�H���$�F�F�H�V�V�R�U�L�H�V�����L�V��
installed in the wall.

<�� Insert the RJ45 connector of the network ca-
ble into one of the two fastening clips at the 
bottom of the housing 

<�� Connect the connector to the socket on the 
touch panel (2) using the enclosed, pre-as-
sembled RJ45 network cable.

<�� If no PoE (Power over Ethernet) is available, 
connect the 24 V DC power supply (see ac-
cessories) (1).

<�� Insert Touch Panel in the housing (19) and 
tighten using the enclosed screws.

<�� Attach and press down the design frame (20).
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m

50 m

(19) (20)

�)�L�J�X�U�H���������,�Q�V�W�D�O�O�D�W�L�R�Q���L�Q���W�K�H���À�X�V�K���P�R�X�Q�W�H�G�� 
housing

Commissioning the device

The touch panel starts and searches for the serv-
er automatically. It has been set so that the IP 
address is sent from the router automatically 
(DHCP). If no DHCP is available the IP address 
�F�D�Q���E�H���H�Q�W�H�U�H�G���P�D�Q�X�D�O�O�\���L�Q���W�K�H���F�R�Q�¿�J�X�U�D�W�L�R�Q��
menu.

<�� Press the button  to open the toolbar in the 
top right-hand corner of the screen.

<�� Press button  (14) to open the overview of 
adjustable parameters.

<�� Press button Network to select the parameter 
IP parameters.

<�� Select No for the parameter Automatic IP 
address.

<�� �(�Q�W�H�U���W�K�H���U�H�T�X�L�U�H�G���G�D�W�D���P�D�Q�X�D�O�O�\���L�Q���W�K�H���¿�H�O�G�V��
IP address, Subnet mask and Default gate��
way.

then:

<�� Press button DNS server address  and enter 
the required data manually.

<�� Save the settings with OK.
The display returns to the parameter overview.

�á	 Press Cancel to retain the previous setting.

�á	 For other settings please see the application 
description at www.berker.com

Appendix

�6�S�H�F�L�¿�F�D�W�L�R�Q�V

Resistive touch screen  
in format	�  16:9

Resolution	�  800 x 480 pixels

Power supply via:
- PoE (Power over Ethernet) � 37 … 57 V DC
or
- Auxiliary voltage	� 24 V DC

Power consumption:
- with PoE	�  max. 11 W
- from auxiliary voltage	�  max. 11 W

Data transmission  
Ethernet	�  100 BaseT (100 Mbit/s)

Connector socket  
Ethernet	�  RJ45

Cable cross-section  
of auxiliary voltage	�  0.75 … 2.5 mm2

Operating temperature	�  +5 … +45 °C

Storage temperature	�  -20 … +60 °C

Protection class	�  IP20

Dimensions (W x H x D)� 248 x 176 x 37 mm

Accessories

Flush-mounted housing  
for 8” touch panel	�  1701 13

Electrical power supply  
24 V DC REG	�  7591 00 03

Frame for 8´´ touch panel 	�  7594 03 0..

Berker IOS Server REG	�  7571 00 05

Berker IOS Software with  
USB interface	�  7590 00 35

Warranty 

We reserve the right to make technical and  
formal changes to the product in the interest of 
technical progress. 

Our products are under guarantee within the 
scope of the statutory provisions. 

If you have a warranty claim, please contact  
the point of sale or ship the device postage free 
with a description of the fault to the appropriate 
regional representative.


